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RF GENERATOR 13,56 MHZ GGK-RF15* 

Our long term experience in the vacuum 

and related technology fields allowed to 

develop a product line of electronic 

instruments such as Plasma Source 

Generators and Matching Networks. These 

products have been created by the deep 

experience and knowledge of Plasma 

inside our technical department which lead 

to the realization of user-friendly, reliable 

and advanced solutions. 

*Available with the optional handled control panel 
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Generator for plasma applications in ISM 

13.56 Mhz frequency, power from 0 to 

200Watts. The GGK-RF15 model is the 

most compact and reliable generator on 

the market within its range; it is offered at 

a very interesting price. 

 

The high degree of reliability and com-

pactness is assured through the selection 

of latest generation components carried 

out at the designing stage. The resulting 

apparatus is made up by a limited number 

of parts and it is almost totally without 

internal cabling 
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Field of use 

Production of  PVD and PECVD reactors 

Research & development 

Main application 

Plasma-based treatments for surface changes, activations 
and pre-cleaning  

Power supplying of small sputtering cathodes  

Deposition processes, assisted by PECVD plasma  

Reactive ION etching processes. The RF15 generator was 
designed for deployment in small plasma system treatments 
and, given its extremely compact dimensions, can be moun-
ted directly on-board chamber.  

TECHNICAL SPECIFICATIONS 

Dimensions Compact: 220 x 180 x 80 mm, 2.5Kg weight. 

Frequency 13.56Mhz quarz stabilized. 

High Efficency The output stage is 85% efficient to convert DC to RF, this means that little cooling is required. 

Full outpt protection 

The unit can work without failure on any load including short and open circuits for unlimited 

time. WSVR limit is 40Watt making the unit an ideal solution to be use in conjunction with 

fixed matching networks like the model GGK_MM2 . 

Simple and complete  

user interface 

The user interface is a D-Type 15 pins connector, all analog signals (sepoint,FRW power  

reading and REV power reading) are 10V scaled. Digital control signals are standard 24V lev-

els. Alarms are provided. 

Cooling 
Air cooling with internal 50mm fan. The fan is switched on, only when RF output is active. This 

strongly extends the fan life. 

Regulation tolerance  Better than 3% at full scale on 50 ohm load 


